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RIGGING FOR FREEBOARDS
OF 9 METRES OR LESS

MAN-ROPES
{without knots)
Min Diaen. 28mm —e
Max, Diam. 32mm
IF REQUWID

BY THE PILOT SPREADER

Man 160cm Long

SIDE ROPES s MAXIMUM 3 STEPS
Min, Ciam. 18mm Between spreaders

ALL STEPS ] — Min. 40cm
Muat rest firmly

against ship's side
- 31:35am

- B METRES

COMBINATION ARRANGEMENT
FOR SHIPS WITH A
FREEBOARD OF MORE
THAN 9 METRES

WHEN NO SIDE DOOR AVAILABLE

PILOT LADDER |
Mutt axtond i
at least 2 metres |
abowe Lerame |
platform

A pilot ladder

requires a climé | of § metres
of not less than above the sea
1.5 metresand |

nG maore than

9 metres

ladder should
be secured to
ship's side

%:{3.
é

(Using eyepad, o
magnetic or
preurmatic
system)

The steps must be we—e
equally spaced ~

NO!

The steps muit be
horizontal and chocks —s
wnder the steps must be
tightly secured

-
Sida ropes must ="

be equaily spaced
jum=

NO! ¥
Thswle/ . ;
met be painted, ——"
dirty or slippery

—t—-h/-—--——-———-._o@._.

Loops and tripping
lines present a

L}
l
NO! |
|

tripping harasd
and foul the
Filot Launch

¢

Handhold stamchions Fespansible Officar
righdly secured to deck i comtact with bridge

OBSTRUCTIONS

/Min 91.5cm

All pilot |adder winch reels should
have a means of prevention from
bring accidentally operated.

The brake and lock must be
operative on manually operated
winches.

Power winches must have an
operative safety device to lock
the winch in position

Ship's side doors
used fer transfor
should not cpen
outward




